SITE CONTROL UNIT (SCU)
For Remote Antenna Control Unit (RACU)
And Tower Mounted Amplifier (TMA)

RET SYSTEM

AISGY

Antenna Interface Standards Group

Site Control Unit Model

Interface to RACU or TMA AISG 1.1 AISG 2.0
Input Voltage pC: 48V
AC: 100-240 v, 50 to 60 Hz
3 x24VDC
Output Voltage 3% 12 VDC
Total Output Power 50 W
Interface to RACU or TMA RS-485

Connector to RACU

3 X 8 pin connectors according to IEC 60130-9; according to
AISG. Daisy chain in & out: female.

Interface to
BTS/PC/modem

Ethernet/RS-232

Protocols to
BTS/PC/modem

TCP/IP, HTTP/HTML, UDP, DHCP, FTP, SNMP, ICMP/PING

Maximum number of ALD

32 logical unit (consumption total < 50W)

Alarm interface to BTS

Alarms visible at the SCU via LED/ LCD

8 configurable opto-isolated alarm signal outputs and common
reference return

Mounting device

Kits for 19 inch rack or wall mounting kit available

Dimensions (mm)

430 x 170 x 43

Weight (kg)

2.4 kg

Temperature Range

-25° to +55°C

g

RET NETWORK
MANAGEMENT SYSTE

RYMSA Telecom Group

Crtra. Campo Real, Km. 2100
28500 Arganda del Rey
Madrid, Spain

Phone : +34 91 876 06 80

Fax : +34 91 875 75 32
telecom.commercial@rymsa.com
WWW.rymsa.com

% RYMSA

TELECOM GROUP



